
8.30.5  Water point eb

Technical specifications:

Diameter: ~ 0.3 m

Height: 1.4 – 1.9 m

Material: robinia

Supply: 1/2" strainer with GEKA clutch

Output: ~ 0,2 l/s by 3 bar

             flow time adjustable

Motive: Tree trunk, Zwiesel, Flower ...

Connection options on the following page!

› opens and closes by simple pressure on the 

  button

› Operating pressure of water pipe at least 1 bar

› Connection of the water point to local water 

  network by customer

1 8 – Sand and water play

2 from 3 years

3 ~ 1 child

4 -

5 -

6 -

7 ~ 70 – 130 kg

8 2 installers at 1 h; + equipment

9 11

0 ~ 0.2 m³

SIK-Holz quality inspection according to 
DIN EN 1176 at the factory by a qualified
playground inspector.

master enterprise for wood sculpture
© SIK-Holzgestaltungs GmbH

Further information: SIK-Holzgestaltungs GmbH, Langenlipsdorf 54a, D-14913 Niedergoersdorf, +49 (0)33742.799 0, info@sik-holz.de, www.sik-holz.de/en

Last update: 08/2022

8.30.5.3 Water point «Flower»

8.30.5.2 Water point «Zwiesel» 8.30.5.1 Water point «Tree trunk»



8.30.5  Water point

 

Further information: SIK-Holzgestaltungs GmbH, Langenlipsdorf 54 a, D-14913 Niedergoersdorf, +49 (0)33742.799 0, info@sik-holz.de, www.sik-holz.de/en

8.30.5.3.1 Water point «Flower»
                supply under play area 

8.30.5.3.2 Water point «Flower»
                supply over play area                
               (only for non public areas)

on site water supply for 
strainer with GEKA clutch

Ph
 4

0

bu
tto

n 
h 

~
 8

0

sp
ou

t h
 8

0 
+ 

PH
 4

0

pl
ay

 a
re

a

8.30.5.3.3 8.30.5.3.2 Water point «Flower» supply under platform

Further motive:

8.30.5.1.1  Water point «Trunk tree» supply under play area 
8.30.5.1.2  Water point «Trunk tree» supply over play area
                 (only for non public areas)
8.30.5.1.3 Water point «Trunk tree» supply under platform

8.30.5.2.1  Water point «Zwiesel» supply under play area 
8.30.5.2.2  Water point «Zwiesel» supply over play area
                 (only for non public areas)
8.30.5.2.3  Water point «Zwiesel» supply under platform

8.30.7... Water point
              unter OK Spielebene
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